NOTES:
1) Install ground rod in pull box.

NOTE - Infield borings in pole may
only be in 90° increments in relation

8>

WIRES STRESSING TOP

VICTORIAN FLUTED POLE (wt. 1200LBS)

(4) %’-13 TAPPED

9mm_PRESTRESS HOLES AT 90+

2) Maximum 2 conduits per fixture. 3 conduits require adjacent pull box. to hand hole. PLATE TO POLE
3) Dissimilar metals separated dielectrically. Locate Handhole In W)
4) All bolts, nuts, washers, and hardware shall be galvanized steel. mininum 367 clear space D
(2> 1/4’-20 S.S. DOOR 180°
HANDHOLE TTACHMENT SCREWS 7 f—~——POLE TOP DIA. 5-1/8°
FWOX m l/._.b_ummmu
CUT CONDUIT AT OR BELOW ¢ 8 FLUTED SECTION
ACCESS DOOR OPENING, WIRE CONC. PULL BOX WITH BASE 2
TO EXTEND 18° INTO POLE PER DETAIL 3-004.0, WITH LONG 5 VIEW A
3> #3 TIES IN TOP FACE 6° FROM AND PARALLEL © SEE POLE TOP
< 12+ & THEN SPACED TO BACK OF CURB. PLACED PER DETAIL
AT 12 DC. ENGINEER’S SPECIFICATIONS
Y HAND HOLE
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R ROUGH =l GROOVES FOR SCREW MOUNTING w
) .. FOUNDATION E3 TENON TO BE ATTACHED BY 2
4 #5 AMERON PRIOR TO SHIPMENT g
VERTICAL w
BARS 9" LG. 2
b Q (4) 1/2°-13 X 1 1/4° HIGH 2
i STRENGTH FHMS FOR TENON
ATTACHMENT AT S0° ON 3-1/2° B.C. » SPUN GAST. PRESTRESSED
V11777 MOD TX 356-T6 CAST > FLUTED CONCRETE POLE
. ALUMINUM POLE TOP &
2MIN. CONDULTS LID AT G VIEW-A T PLATE DRILLED AND WITH FLARE BASE AND
5 1°x 36°x 6°GALV., — PO B R TAPPED FOR PC WIRES ROUND 27" POLE TOP
AND TOP BOLTS EXTENSIION
SUBELTS W/ GALV. 7 reEn ie FroM ScE X (8) 9mm A421 PRESTRESS WIRES
- 1 3 IF FEED IS FROM SCE m ,
HEX NUTS PER ROD HE WITH RECESSED BUTTON HEADS
PROJECTING 3% £ 1 CONDUIT TO PRESTRESSING THE PLATE TO
ABOVE ROUGH PULL BOX THE POLE TOP DURING MFG.
FOUNDATION LEVEL [ - 3
TOP MOUNT DETAIL a-1/2" X 3/4* TH 4°x6* CAST ALUMINUM
RECOMMENDED MOUNTING SETUP DETAIL BLOCKOUT AT POLE FRAVE & COVER @ 0%
NTS. BASE (REQUIRED COVER 1S Th BE
CONCRETE FOUNDATION: CLASS WITH SLOTTED BP) ATTACHED BY AMERON
S60-C-3250 WITH (4 #5 VERTICIAL /2" CLEAR PRIOR TO SHIPMENT
BARS 48° LONG ON A #28° WITH #3 L& CLER . |

TIES AS SHOWN IN SETUP DETAIL

18” SQ@.x 3/4" THICK .
GALV. OR ZINC PRIME
COAT STEEL BASE

PLATE.

5%’ ID HOLE
HAND HOLE
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#8 GA, x 6/
BARE COPPER
GROUNDWIRE

*20-21” BOLT

<(8) 7 MM PRESTRESSING
STEEL WIRES
ASTM A-421
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NOTES: ADJACENT TO CONCRETE

1-3/8" WALL (TYP)

m.u_.mmmﬂ_m.?(mHmHmmw_u_. 3¢ pITcH 1. Contact: Pacific Lighting Sales Inc. 2366 Birtcher Drive, Suite
ASTM A-82 100 Lake Forest, CA 92630, (949) 597-1633,

http://www.pls-inc.com

Order: Pole VBFX-9.0, Victorian Fluted Pole, Pole Mix (2P3S)
Santa Barbara Black & White exposed aggregate
finish, with flat water sealer coating - ASTM C-150
TYPE Il gray cement.

#11 GA. LONGITUDINAL
STEEL WIRE WELDED 2.
TO SPIRAL WIRE

ASTM A-82

WIRE CLAMP

CIRCLE et 3. Specify Tamper Proof Door Screws.
4. Baseplate is included
FOZ.._ s FOZ.M POLE SECTION 5. (4) 1"x36"x6" galvanized steel bolts & hardware included.
Eczwmwm_.ﬂ__‘_ M.x 8 Eczwmwm_.ﬂ__‘_ wm.E? 6. Pole Top designed for max 12'LMA w/2.1sq.ft. luminaire.
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POLE STANDARD: TYPE A-08 3-001.0-08
PUBLIC WORKS DIRECTOR DATE STREET LIGHT POLE .




